
To suit requirements

Up to 1,000,000 mPas

bi-directional, reversible

ATEX, electrical heating, special paint, special surface finish, electro-polish, rectangular connections, heating 
jacket, drain, individual adaptations (bespoke)  for specific products, processes and systems

Max. flow rates (m3/h)

Max. rpm

Connection DIN

Connection types

Viscosity

Rotation

Temp. (°C)

Gasket material

Mounting

Mechanical seal

Options
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1.7

1,400

15 

12/8

11.5/16

700/700

40/50 

9/6

5.5/7.7

900/900

25/40 

12/8

24/38

600/600

50/80

12/8

5.9/8.4

1,000/1,000

25/40 

12/8/4

48/61/77

440/420/400

80/100/125 

8

19

800–1,000

50 

8

50 

800–1,000

80 

50 75 S/L55 S/L 100 S/L58 S/L 130 S/L/XL 75 100Model

Max. discharge 
pressure (bar)

*) Transportation of water  **) Viscosity

FL Series 50–130

FRISTAM FL SERIES   TECHNICAL SPECIFICATIONS

CHARACTERISTIC CURVES *

Fristam Pumpen KG (GmbH & Co.)
Postfach 80 08 80
21008 Hamburg Germany

Tel  +49 (0)40 725 560
Fax +49 (0)40 7255 6166
Email info@fristam.de

For international contact
information, please 
visit www.fristam.de .
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FL 55S / FL 58S

FL 55L / FL 58L

FL 75S

FL 75L

FL 100L

FL 130L

FL 130S

FL 100S

Up to 150°C with high-temperature rotors

FKM, NBR, EPDM, FPM, alternative materials possible

Horizontal and vertical
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Up to 95°C 

FKM, NBR, EPDM + options

Horizontal and vertical

Single/double/flushed

FL 50


